— Point at which taper pavement is 3.6 m
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] 1. This layout is intended for short—term use.
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with appropriate layouts for the closure of the lane
adjacent to the ramp taper.
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Drums 15 m C/C
(Extend to Lntersection
' 8 m C/C with lane line)

4. The "Be Prepared To Stop” sign is required except for
3 150 m short-term maintenance operations where its use may
150 ™ W be an option as determined by the Engineer.
See Note 5
RI-2 SITUATION 1 5. Use existing “Yield” sign if present; otherwise furnish
900 X 300 X 300 “Yield” sign.
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. Channelizing devices shall not be intermixed.
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See Note 4 6. Cones may be used as channelizing devices in the
W20-Tb . . N
1200 X 1200 tapers and along the lane line during daylight hours

only.
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—7 with lane line)
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See Note 5
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SITUATION 2

X  Drums
See Note 4
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W20-Tb
1200 X 1200

O Channelizing Device (Vertical Panel, Type 1 or
W20-1 Type 1I Barricade) (to be welghted)
1200 X 1200

t Type 1II Barricade (Type ‘A’ Low Intensity Flashing

8 m C/C 150 m Warning Lights requtred for nightime use)

b Type 1I Barricade
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All dimensions given in millimeters unless noted.

Type 2 Barricades
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